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01/ Safety Information 
 

 

 

WARNING 

Please keep this User Guide for future consultation. If you sell the unit to another user, be 

sure that they also receive this instruction manual. 

Important:  

Damages caused by the disregard of this user manual are not subject to warranty. The dealer 

will not accept liability for any resulting defects or problems.  

· Unpack and check carefully to ensure that there is no transportation damage before 

using the unit. 

· This product is suitable for wet locations. Do not immerse in water. 

· DO install and operate by qualified operator. 

· DO NOT allow children to operate the fixture.  

· Use safety chain when fixing the unit. Handle the unit by carrying its base instead of 

head only. 

· The unit must be installed in a location with adequate ventilation, at least 50cm from 

adjacent surfaces. 

· Be sure that no ventilation slots is blocked, otherwise the unit will be overheated.  

· Before operation, ensure that you are connecting this product to the proper voltage in 

accordance with the specifications in this manual or PO XID SUPCYAXwV VSDAJEJA>XJPO á>@Dát 

· *XwV JNSPUX>OX XP HUPYOC XID ]DááP[¡HUDDO APOCYAXPU XP D>UXI JO PUCDU XP >ZPJC DáDAXUJA

shock. 

· Minimum ambient temperature TA: -10ŏ. Maximum ambient temperature TA: 40ŏ. Do 

not operate this product at a lower or higher temperature. 

· DO NOT connect the device to any dimmer pack. 

· Keep flammable materials away from the fixture  while operating to avoid fire hazard. 

· Make sure the power cord is not crimped or damaged; replace it  immediately if damaged. 

· 8OJXwV VYUE>AD XDNSDU>XYUD N>] UD>AI YS XP75ŏ . DO NOT touch the housing 

bare-handed during its operation. 

· Avoid any flammable liquids, water or metal from entering the unit. Once it happens, cut 

Please read the instruction carefully which includes important information 
about the installation, usage and maintenance. 
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off the mains power immediately. 

· DO NOT operate in a dirty or dusty environment . DO clean the fixture regularly.  

· DO NOT touch any wire during operation as there might be a hazard of electric shock. 

· Avoid entanglement of the power cord with other wires.  

· The minimum distance to objects/ surface must be more than 24 meters. 

· In the event of serious operating problem, stop using the unit immediately. 

· Never turn on and off the unit time after time.  

· The housing, the lenses, or the ultraviolet filter must be replaced if they are visibly 

damaged. 

· DO NOT open the housing as there are no user serviceable parts inside. 

· DO NOT attempt to operate this unit if it becomes damaged. DO NOT attempt any 

repairs yourself. Repairs carried out by unskilled people can lead to damage or 

malfunction. Please contact the nearest authorized technical assistance center if needed. 

· Disconnect this product from its power source before servicing. 

· DO use the original packaging if the device is to be transported. 

· Avoid direct eye exposure to the light source while the product is on. 

· DO NOT operate this product if you see damage on the housing, shields, or cables. Have 

the damaged parts replaced by an authorized technician at once. 
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02/ Technical Specifications 
 

AC Power 100-240Vac; 50/60Hz  

Max. Power 
Consumption 

405W 

Light Source BLL260-80 

Color Temperature 7000K-9000K 

Beam Angle 0.8° 

Color Wheel 15 colors + open 

Gobo Wheel Rotating Gobo Wheel 11 replaceable gobos + open 

Movement  

Pan 540° 

Tilt  260° 

16 bit  movement resolution  

Automatic pan/tilt repositioning 

Mechanical pan/ tilt lock for safe transportation and maintenance 

Control and 
Programming 

DMX Channels 18 

Protocols 
DMX512  

RDM 

Firmware Update via DMX 

Construction 

Display LCD display 

DMX and RDM 
Data In/Out  

5-pin IP XLR (optional with 3-pin IP XLR) 

Power In/Out  Waterproof Power Connector in/out  

Protection Rating IP66 

Dynamic Effects 

0-100% continuous dimming and strobe effects 

Prisms: two indexing/rotating prisms ( 8-facet circular prism and 
24-facet circular prism) 

Motorized  focus 

Included Items 

Power Cable 

Two omega brackets with 1/4 -turn fasteners 

User Manual (this document) 

Dimensions 499x330x794mm  19.6"x13"x31.3"  

Weight  44 kg 97 lbs 
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Photometric Diagram: 
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03/ Overview 
 

 

1. Display To show the various menus and the selected function 

2. Buttons 

MENU To enter into move backward or leave the menu 

§ UP To go backward to move up in the menu 

 ̈DOWN  To go forward to move down in the menu  

ENTER To perform the desired functions 

3. DMX OUT 
For DMX512 link, use 5-pin XLR cable to link the next units to output 
DMX signal (optional with 3-pin IP XLR) 

4. DMX IN 
For DMX512 link, use 5-pin XLR cable to link the unit and DMX 
controller to input DMX signal  (optional with 3-pin IP XLR) 

5. RELEASE VALVE 

6. POWER IN To connect to supply power 

7. POWER OUT To connect to the next fixture  
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04/ Connecting Power and Data 
 

4.1 Connecting Power 
 

To apply power, first check that the head pan and tilt locks are released. 

This fixture can operate on any 100-240Vac; 50/60Hz  AC mains power supply. 

The maximum power consumption is 405W. 

The fixture must be grounded/ earthed and able to be isolated from AC power. The AC power 

supply must incorporate a fuse or circuit breaker for fault protection.  

Wiring and connection work must be carried out by a qualified electrician. 

The power cable color coding is given in the figure below: 

 

CAUTION! 

DO NOT CONNECT THE FIXTURE TO AN ELECTRICAL DIMMER SYSTEM AS DOING SO 

MAY CAUSE DAMAGE. 
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4.2 Connecting Data 
 

The fixture is equipped with 5-pin (or 3-pin) XLR sockets for DMX input and output. Use a 

high-quality DMX cable designed for RS-485 and 5-pin (or 3-pin) XLR-plugs and connectors 

in order to connect the controller wit h the fixtu re or one fixture with another . For outdoor 

installations, use only IP-rated XLR connectors suitable for outdoor use. 

Building a serial DMX chain: 

Connect the DMX data output from the controller to the fixturewV C>X> JOSYX socket. Connect 

the DMX output of  the first fixture in the DMX chain with the DMX input of the next fixture. 

Always connect one output with the input of the next fixture until all fixtures are connected. 

Up to 32 fixtures can be connected to the same DMX link. Terminate the DMX out cable of 

the last fixture in the data link with a 120 ohm DMX terminat or. 
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05/ Fixture Installation 
 

The fixture is IP66-rated and designed for both indoor and outdoor events. This means that it 

is protected from:  

4 Dust, to the degree that dust cannot enter the  device in sufficient quantities as to 

interfere with its operation.  

4 Water jets from any direction.  

DO install and operate by qualified operator. Fixture(s) should be installed in areas outside 

walking paths, seating areas, or away from areas were unauthorized personnel might reach 

the fixture by hand. NEVER stand directly below the fixture(s) when rigging, removing or 

servicing. 

Always ensure that the unit is firmly fixed to avoid vibration and slipping off during operation. 

Ensure that the trussing or area of installation must be able to hold 10 times the weight 

without any deformation. Always attach a safety cable that can hold at least 12 times the 

weight of the fixture whenever installing this fixture in a suspended environment to ensure 

that the fixtur e will not fall if the clamp fails. 

This fixture is fully operational in two  different mounting positions: hanging upside-down, or 

standing on the floor. DO NOT mount this fixture sideways on trussing.  Always use and 

install a safety cable as a safety measure to prevent accidental damage and/or injury in the 

event the clamp fails. 

 



- 10 - 

5.1 Steps for Installing Omega Brackets to the Fixture  
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5.2 Laser Module Replacement 
 

1. As shown in the figure, open the cover (1) on the side of the fixture and t ake out the gobo 

component (2); then open the fixture head cover (3) and remove the prism component (4); 

 

2. Remove the fan assembly (5) and the ventilation cover (6), then unscrew the screws (7) 

that connect the radiator to the head cover;  

 
































































