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01/ Safety Information

A Please read the instruction carefully which includes important information
/ about the installation, usage and maintenance.

WARNING
Please keepthis User Manual for future consultation. If you sell the unit to another user, be
sure that they also receive this instruction manual.
Important:
Damagescaused by the disregard of this user manual are not subject to warranty. The dealer
will not accept liability for any resulting defects or problems.
Unpack and check carefully to ensure that there is no transportation damage before
using the unit.
This product is for indoor use only. Use only in a dry location.
DO install and operate by qualified operator.
DO NOT allow children to operate the fixture.
Use safety chain when fixing the unit. Handle the unit by carrying its base instead of the
head only.
The unit must be installed in a location with adequate ventilation, at least 50cm from
adjacent surfaces.
Be sure that no ventilation holes are blocked, otherwise the unit could over heat.
Before operation, ensure that you are connecting this product to the proper voltage in
>AAPUC>0OAD [ JXI XI'D VSDAJEJA>XJPOV JO XIJV I
*XwV JNSPUX>0X XP HUPYOC XI D ] DaaP[jHUDDO A
shock.
Minimum ambient temperature TA: 00 . Maximum ambient temperature TA: 400 . Do
not operate this product at a lower or higher temperature.
DO NOT connect the device to any dimmer pack.
During initial start-up some smoke or smell may arise. This is a normal process and does
not necessarily mean that the device isdefective, and it will decrease gradually within 15
minutes.
Keep flammable materialsaway from the fixture while operating to avoid fire hazard.

Make sure the power cord is not crimped or damaged; replaceit immediately if damaged.
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8 0J XwV VYUEuweArbay pedeiN 8pDtd Y06 . DO NOT touch the housing
bare-handed during its operation.

Avoid any flammable liquids, water or metal from entering the unit. If it happens, cut off
the mains power immediately.

DO NOT operate in a dirty or dusty environment . DO clean the fixture regularly.

DO NOT touch any wiring during operation as there might be a hazard of electric shock.
Avoid entanglement of the power cord with other wires.

The minimum distanceto objects/ surface must be more than12 meters.

Disconnect mains power before fuse/lamp replacement or servicing.

Replace fuse/lamp only with the same type.

In the event of an operating problem, stop using the unit immediately.

Never turn the unit off and on repeatedly.

The housing, the lenses, or the ultraviolet filter must be replaced if they are visibly
damaged.

DO NOT open the housing as there are no user serviceable parts inside.

DO NOT attempt to operate this unit if it becomes damaged. DO NOT attempt any
repairs yourself. Repairs carried out by unskilled people can lead to damage or
malfunction. Please contact the nearest authorized technical assistance center if needed.
Disconnect this product from its power source before servicing.

DO use the original packagingor suitable road caseif the device is to be transported.

Hot lamp explosion hazard. DO NOT open the unit within 15 minutes after switching off.
DO replace the bulb once it is damaged, deformed or life-expired.

Avoid direct eye exposure to the light source while the product is on.

Never touch bulb with bare fingers, as it is very hot after using.

DO NOT operate this product if you see damage on the housing,shields, or cables. Have

the damaged parts replaced by an authorized technician at once.
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External sources of light beams from direct sunlight or any other strong light source,
which penetrate the front lens of lighting fixtures, can cause severe internal damage. DO
NOT expose the fixture front lens to light beams from direct sunlight or any other strong

light source from any angle while unpacking, installation, use, and &tended idle times

outdoors. DO NOT focus a light beam from one lighting fixture directly towards another.
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AC Power 100-240Vac; 50/60Hz

Consumption 490W

Light Source PHILIPS MSD Platinum 18 R LL

Color Temperature 6800K

Beam Angle 2°

Color Wheel 14 colors + open

Gobo Wheel Satic Gobo W heel 13 gobos + open
Pan 540°
Tilt 260°

Movement

16 bit movement resolution

Automatic panf/tilt repositioning

DMX Channels 19/17
Control and DMX512
. Protocols
Programming RDM
Firmware Update via DMX or USB memory device
Display LCD display
Battery backup for user setup without mains connection
. DMX and RDM . .
Construction Data In/Out 3-pin/5-pin XLR
Power In/Out Power Connector infout
Protection Rating IP20

0-100% continuous dimming and strobe effects

2 x soft filters provide soft and even light beam

Prisms: two indexing/rotating prisms ( 8-facet circular prism and
24-facet circular prism)

Dynamic Effects
Frost: Variable 0%-100%

Motorized focus

2 x fixed foldable clamps for 50mm truss (version with fixed
foldable clamps)



REV D 07/28/2025

. . 350x234x551mm " " "
USRI (version with omega bracket holeg LR ol
. . 350x234x585mm " iy
U= i (version with fixed foldable clamps) kR
. 21 kg
Weloht (version with omega bracket holeg He loe
. 21.5 kg
HE (version with fixed foldable clamps) s (92
934 234mm
mm
_ ~ ——
710\
7N /ﬁ
A il
g ) & %
2 Y @
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Photometric Diagram:

Distance m (ft) ~ 5(16.4) 10(32.8) 20(65.6) 40(131.2) 50(164) 60(196.9) 80(262.5) 100 (328.1)

B e R R

2° Lux 2340000 585000 146,000 36,563 23,400 16,250 9,140 5,580
Diameterm (ft) 0.2(0.7)  04(1.3) 07(23) 14(46) 18(59) 21(69) 28092 3.5(11.5)
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03/ Overview

. Display

. Buttons

v
ﬂmn%
1

\
v

2

W+«

To show the various menus and the selected function
MENU To enter into, move backward or leave the menu
8§ UP To go backward or move up in the menu

DOWN To go forward or move down in the menu

ENTER To perform the desired functions

. BATTERY DISPLAY

. FIRMWARE
UPGRADE

. DMX IN

. DMX OUT

. POWER IN
. POWER OUT
. FUSE(T 10A)

8vDC XP YSHU>CD XI D EJ\ XYUDwV |

For DMX512 link, use 3/5-pin XLR cable to link the unit and DMX
controller to input DMX signal

For DMX512 link, use 3/5-pin XLR cable to link the next units to
output DMX sign al

To connect to supply power
To connect to the next fixture

Protects the unit from damage of over-voltage or short circuit
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3.1 Battery Power

This product contains a rechargeable battery.
Battery type : 18650 Lithium-ion battery (3.7V, 2200mAh, 8.14Wh), compliant with the new
EU battery regulation EU2023/1542.

Do not expose the fixture or battery to excessive temperatures.

A Be aware of the risk of terminals of the battery -operated fixture or battery being
short-circuited by metal objects.
This fixture contains battery that is only replaceable by skilled persons.
Different types of batteries or new and used batteries are not to be mixed.
Exhausted batteries are to be removed from the fixture and safely dsposed of.
If the fixture is to be stored unused for a long period, the batteries should be
removed.
Do not use non-rechargeable batteries in place of rechargeable batteries
Do not use modified or damaged batteries.
Replacing the battery with an incorrect type can defeat a safeguard and pose a risk
of fire or explosion.
Disposal of a battery into fire or a hot oven, or mechanically crushing or cutting of a
battery, that can result in an explosion.
Leaving a battery in an extremely high temperature surrounding environment that

can result in an explosion or the leakage of flammable liquid or gas.

Using the control panel with battery power :

The fixture contains a battery that enables you to use the control panel to set up the fixture
even when it is not connected to the main power supply. The battery charges during fixture
operation. All of the main setup options in the control panel are accessible on battery power,
@Y X P&ture Testw >Re<et Functionow >UD OPX >Z>Ja>@abDt

To activate the display when the fixture is not connected to power, press and hold the
\BATTERY DISPLAWVbutton in the rear panel for 3 seconds The display extinguishes after30
seconds with no user input. Pressand hold the \BATTERY DISPLAWbutton for 3 seconds

again to re-activate.
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Battery Replacement:

Warning! Disconnect the fixture from AC power before replacing its battery. Replace the
battery with one of the same type only.

1. Disconnect the fixture from AC mains power and allow to cool.

2. Remove eight screws in the top covers of the fixture base and remove thetop covers.

3. Removetwo screws of the battery bracket that holds the battery in place and remove the
battery bracket.
4. Remove the exhausted battery and insert a new one (only the same type) into the battery

holder (Negative (-) towards the spring, Positive (+) away from the spring).

5. Reinstall the battery bracket and the top covers and check that it is close securely before

reapplying power.
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04/ Connecting Power and Data

4.1 Connecting Power

This fixture can operate on any 100-240Vac; 50/60Hz AC mains power supply.

The maximum power consumption is490W .

The fixture must be grounded/earthed and able to be isolated from AC power. The AC power
supply must incorporate a fuse or circuit breaker for fault protection.

Wiring and connection work must be carried out by a qualified electrician.

The power cable color coding is given inthe figure below:

Wire Color (US) Wire Color (EU) Symbol Conductor

El== black E==  brown L live

__ = | white == | blue N neutral

EE= | green === | yellow/green | -+ or (L) ground (earth)
CAUTION!

DO NOT CONNECT THE FIXTURE TO AN ELECTRICAL DIMMER SYSTEM AS DOING SO
MAY CAUSE DAMAGE.

-10 -
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4.2 Connecting Data

The fixture is equipped with 3-pin (or 5-pin) XLR sockets for DMX input and output. Use a
high-quality DMX cable designed for RS485 and 3-pin (or 5-pin) XLR-plugs and connectors
in order to connect the controller wit h the fixture or one fixtur e with another.

Building a serial DMX chain:

Connect the DMX data output from the controller to the fixturew V  C > Xsackel. Odhnéct
the DMX output of the first fixture in the DMX chain with the DMX input of the next fixture.
Always connect one output with the input of the next fixture until all fixtures are connected.
Up to 32 fixtures can be connected to the same DMX link. Terminate the DMX out cable of

the last fixture in the data link with a 120 ohm DMX terminat or.

DMX termination
on last fixture DMX out

Max. 32 units/DMX line DATAim DATA +
GND 2
\’/
A <§120 Ohm

DATA

XLR pin out

DATA /-\

91 3@ ,—DATA+

AV,

DATA -

-11 -
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05/ Fixture Installation

DO install and operate by qualified operator. Fixture(s) should be installed in areas
outside walking paths, seating areas, or away from areas were unauthorized personnel
might reach the fixture by hand. NEVER stand directly below the fixture(s) when rigging,
removing or servicing.

Always ensure that the unit is firmly fixed to avoid vibration and slipping off during
operation. Ensure that the trussing or area of installation must be able to hold 10 times
the weight with out any deformation. Always attach a safety cable that can hold at least
12 times the weight of the fixture whenever installing this fixture in a suspended
environment to ensure that the fixture will not fall if the clamp fails.

This fixture is fully operational in three different mounting positio ns: hanging
upside-down, mounted sideways on truss, or base positioned on floor. Always use and
install a safety cable as a safety measure to prevent accidental damage and/or injury in

the event the clamp fails.

-12 -
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Steps for installing omega brackets to the fixture :

SAFETY CABLE ™
ATTACHMENT POINT

-13-
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06/ Effect Wheels & Lamp

6.1 Effect Wheels

Color Wheel Static Gobo Wheel

DANGER!
Replacethe color wheel / gobo wheel with the device switched off only.
Unplug from mains before replacing the color wheel / gobo wheel !

6.2 Light Source

PHILIPS MSD Platinum 18 R LL

Because of its high internal pressure, there might be a risk that thedischarge lamp would

explode during operation. The lamp emits intense UV radiation which is harmful to the eyes

and skin. The high luminance of the arc can cause severe damage to the retina if you take a

close look at the lamp.

4 To protect the lamp, always turn off the lamp first (via control panel or DMX controller)
and let the unit run at least five minutes to cool down before switching off the mains
supply. Never handle the lamp or luminary when it is hot.

4 Do not touch the bulb with bare hands. If this happens, clean the lamp with denatured
alcohol and wipe it with a lint free cloth before installation.

4 The lamp generates UV radiation. Never operate the lamp without appropriate shielding.
When lighting up, the lamp operates at high pressure and there is a slight risk of arc tube
rupture. The risk increases with age, temperature and improper handling of the lamp. Do
not use the lamp longer than its lifespan.

4 Make sure the lamp is located in the center of the reflector for the best projection.

-14 -
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6.3 Lamp Replacement

ATTENTION
The entire light path and lens of the luminaire must be thoroughly cleaned

before replacing the lamp.

In the Work Mode, the lamp life is 1500 hours; when the Work Mode and the Sleep Mode

are used alternately, the lamp life is between 1500 and 6000 hours according to the ratio of
lamp use time; in the Sleep Mode, the lamp life is 6000 hours.Do not use the lamp beyond
its lifetime, using the lamp any longer than its set life could seriously damage the fixture.
Periodically checking the lamp running time, when the lamp replacement warning appears
we strongly suggest you switch the lamp out. Reset the lamp time after you have replaced
the lamp.

To replace the lamp:

Ensure that the fixture is detached from power and has cooled down completely. It is a good
idea to allow the fixture to run for 15 minutes after the lamp has been turned off, so that the

cooling fans have time to work.

Loosen the screws on the head of the fixture and open the fixture head covers.

-15-









































































































